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LATERAL CLEANOUT, SEE NOTE 1

LOWER SEWER LATERAL MAY CONNECT
TO SEWER MAIN LINE OR MANHOLE
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TYPICAL SEWER LATERAL CONFIGURATION

IN STANDARD CITY STREET

NOT TO SCALE

NOTES:

—_

THE CLEANOUT IS THE PROPERTY OWNER'S RESPONSIBILITY.

2. THE CLEANOUT IN THE COMBINED SEWER SYSTEM AND SANITARY SEWER SYSTEM CONSISTS OF A

P—TRAP, RISER, AND VENT.

“

THE CLEANOUT IN THE STORM SEWER SYSTEM CONSISTS OF A RISER AND VENT.

4. PROPERTY OWNER SHALL SUBMIT SEWER CONNECTION PERMIT APPLICATION TO SFPUC FOR WORK
THAT INCLUDES A CONNECTION TO THE EXISTING SEWER MAIN.

5. A MANHOLE IS REQUIRED AT POINT OF CONNECTION BETWEEN LATERAL AND SEWER MAIN FOR
LATERALS 10" DIAMETER AND GREATER. UNLESS THE SEWER IS 42" DIAMETER OR GREATER.
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TYPICAL SEWER LATERAL CONFIGURATION
IN SFPUC EASEMENT ON PRIVATE PROPERTY 2\

NOT TO SCALE

NOTES:
1. PROPERTY OWNER SHALL SUBMIT SEWER CONNECTION PERMIT APPLICATION TO SFPUC FOR
WORK THAT INCLUDES A CONNECTION TO THE EXISTING SEWER MAIN.
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