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NEW PLAIN END SEWER LATERAL, SEE NOTE 1

BACKFILL, SEE DRAWING NO. 14

A [ EXISTING SEWER LATERAL

APPROVED COUPLING OR ELECTROFUSE FOR HDPE

BEDDING, SEE DRAWING NO. 14
FOR TYPICAL TRENCH SECTION

NOTE:

REPLACEMENT SEWER LATERAL SIZE AND MATERIAL SHALL MATCH THAT OF EXISTING
SEWER LATERAL. IF SIZE OR MATERIAL DO NOT MATCH, PROVIDE A COUPLING THAT
WILL ACCOMMODATE VARIATIONS IN PIPE Q.D.

2. THE FULL LENGTH OF THE DEFECTIVE PIPE MUST BE REPLACED TO AVOID CREATION OF
NEW JOINTS.

TYPICAL SEWER LATERAL REPAIR SECTION (1

NOT TO SCALE

REMOVE CROSS BORE PIPE/CONDUIT AND
RELOCATE AWAY FROM LATERAL USING
THE MAXIMUM POSSIBLE CLEARANCE

| [EX\ST\NG SEWER LATERAL
(o]
12 M\NI — g

APPROVED COUPLING OR ELECTROFUSE FOR HDPE
CROSS BORE PIPE/CONDUIT

NOTE:

1. FOR ALL OTHER REPAIR INFORMATION SEE DETAIL 1 ON THIS SHEET.

SEWER LATERAL REPAIR SECTION FOR CROSS BORES 22

NOT TO SCALE

APPLICABLE TO BOTH
COMBINED AND SANITARY
SEWER SYSTEMS

San Francisco SEWER LATERAL
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