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NOTES:

1. SEWER LATERAL CONNECTIONS SHALL BE FLUSH WITH INSIDE FACE
OF MANHOLE WALL.

2. SEWER LATERAL CONNECTIONS SHALL BE MINIMUM 8" FROM
PRECAST MANHOLE BARREL SECTION JOINTS.

3. MORE THAN THREE LATERAL CONNECTIONS INTO A MANHOLE WILL
REQUIRE REVIEW AND APPROVAL BY SFPUC.
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INSTALL APPROVED COUPLING
TO CONNECT TO DIFFERENT
PIPE MATERIAL AS NEEDED

CORE-DRILL HOLE TO FIT VCP STUB W/BELL ]

END AND FINISH W/NON—SHRINK GROUT PER
SFDPW STANDARD SPECIFICATIONS PART 3.
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CONNECTION SHALL BE

12" MAX FROM THE INV. . INSTALL APPROVED COUPLING
OF THE MANHOLE

| o TO CONNECT TO DIFFERENT
PIPE MATERIAL AS NEEDED

CORE-DRILL HOLE TO FIT VCP STUB W/PLAIN
END AND FINISH W/NON—SHRINK GROUT PER
SFDPW STANDARD SPECIFICATIONS PART 3.

NOTE: THIS DETAIL REPRESENTS TWO
ALLOWABLE MANHOLE CONNECTIONS.
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